BACKFILL WITH TOPSOIL

CAST—IN—PLACE
CEMENT CONCRETE
MOUNTABLE CURB

THROUGH JOINTS: \
4 JOINTS FOR < 20’ DIA.
8 JOINTS FOR > 20’ DIA. \

RPM TYPE 2 YELLOW, STIMSONITE 953:
USE 12 FOR < 15" DIA.
USE 16 FOR < 20’ DIA.
AN USE 20 FOR > 20’ DIA.

ADJUST MANHOLES, VALVE
BOXES, AND MONUMENT
CASES TO NEW GRADE.

USE 2—-#4 REBAR DOWEL,
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CAST—IN—PLACE CEMENT "
CONCRETE MOUNTABLE CURB 24" MIN.

N\
\—TOPSOIL TYPE A,

18” X 18" YELLOW HIGH
INTENSITY TYPE 1 OBJECT
MARKER PLACED IN TRAFFIC
CIRCLE FOR EACH APPROACH.
ALL SIGNS TO BE MOUNTED ON
SINGLE POST. LOCATION TO
BE DETERMINED BY ENGINEER.
SIGN HEIGHT: 5 FROM BOTTOM
OF LOWER SIGN TO BARK
MULCH.

30" X 30” BLACK ON YELLOW
PLACED 75’ TO 100’ BACK
FROM TRAFFIC CIRCLE ON
EACH APPROACH. SEE STD.
DWG. TE-21B FOR POST TYPE
AND INSTALLATION.

SIGNING

NOTES:

. LANDSCAPING TO BE DETERMINED BY
TRANSPORTATION /PARKS STAFF.

. MONUMENT PROTECTION /PRESERVATION:
NOTIFY C.0.B. SURVEYING PRIOR TO
MONUMENT ADJUSTMENT. RAISE
MONUMENT TO GRADE IN APPROPRIATE
CASING.

TRAFFIC CIRCLE DETAILS
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